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PLEASE NOTE: For standard manual switch operation in conjunction
with our sensors, control nodes, and LCMs, we recommend using
centre-biased retractive switches (see Fig. 1above).

WARNING: This device should be installed by a qualified electrician
inaccordance with the latest edition of the UK Wiring regulations.

This device has been designed to be installed either in the backbox behind
the switch mechanism(s), orinside a suitable (non-metallic) enclosure.

NOEZ-NI-MS



30mm  Thebracketcanbeclipped
fixing hole onto35mmDINrail
centres
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Supply Voltage T00VAC to 230VAC
Supply Frequency 50/60Hz
Parasitic Power Consumption 96mW
Switch to Sensor Range 30m
Max Switch CablingLength  50m
Terminal Capacity 0.5mm2to1.5mm2
Working Temperature -10t0 +35°C
Circuit Protection <]IOAMCBType C
Material (Casing) ABS Dev962 UL 94 VO
Compliance 2014/35/EU Low Voltage Directive

2014/30/EU Electromagnetic
Compatibility Directive
2014/53/EU Radio Equipment

Directive
2011/65/EU Restriction of Hazardous
Substances (RoHS) Directive )
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% codeforfull V Cucumber
product
datasheet Blackhill Dr, Wolverton Mill,
Wolverton, MiltonKeynes, MK12 5TS
WARRANTY. 03330347799
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